GENERAL PURPOSE

PRESSURE REDUCING REGULATOR

Panel Mounted
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FUNCTIONAL SCHEMATIC

COMPACT -+ CORROSION RESISTANT = DIAPHRAGM SENSED

The compact 44-2200 Series is a hand adjustable, spring-
lpaded, diaphragm-sensed, pressure regulator designed 1o
reduce contamination and provide accurate regulation of
any cormosive, non-corrosive or toxic gas. All parts in
model 44-226X exposed to the media are constructed of
316 stainless steel or Teflon®. The 44-221X model brass
regulator provides added economy for the contral of non-
corrosive media.

Metal-to-metal sealing of the diaphragm between the body
and bonnet assures minimum inboard and outboard
leakage. The specially designed convoluted stainless steel
diaphragm gives excellent accuracy. Five outlet pressune
ranges are available: 1-25, 1-60, 1-100, 2-260 and 2-500 PSIG
{.1-1.7, .1-3.4, .1-6.9, .1-17.2 and .1-34.5 bar}.

= Low cost 316 stainless + Metal-to-metal diaphragm
steel or brass regulator to body seal
+ Design maximum inboard  « Convoluted 316 55T
leak rate: <= 2 x 10°% atm diaphragm
cc/sec Hellum* « Dome loaded version
= Five outlet pressura available
ranges available » Panel mounting optional

* D nid mpply 1o werting mocksks

TYPICAL APPLICATIONS

Regulating Corrosive & Specialty Gasas
Gas Chromatography
Liquid Chromatography
Ressarch Labs
Ressarch Sampling Systems
Patrochern Applicetions

Instrumentation

TESCOM

INDUSTRIAL CONTROLS DIVISION
12616 Industrial Bouwlevard
Elk River, Minnesota 55330-249
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